
Technical Specifications 

Ptaiclc caie miuriil A8S pUrtlc 

Operating temperature ...C'-SS-C (Jl'-tll-F) 

Storafe temperature IS- - 70" C (-1 l a - I J8"F) 

Humidity rating . 0 - 100* without condensation 

UL-0C6I I910ltandard "■ 94-VO 

Connector - USB Type A 

Batteries / External power None 

Unci used Power, ground, J data line* 

Head/Write memory v0 bytei 

lory lObytei 
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Software 
Protection 



MacHASP L'SH is pan trf Aladdtns market-leadimi HASP liardwure-bused syste. 
to protect Macintosh software from piracy and ilk-ipl use. by denying access t 
software and preventing iis 



MacHASP USB connects to she new industry-standard Universal Serial Bus ( U: 
which is standard equipment on new generation Mac computers. USB is desig 
allow peripherals to be easily attached to computers regardless of manutacrur. 

Each MacHASP USB contains a unique code for each software developer, 
recognized by the protected software. During runtime, the protected applicatii 
checks whether a MacHASP USB with the correct code is connected to the comf 
USB. If the MacHASP USB code is confirmed, the application is executed. If nc 
application will not run. 

MacHASP USB features high level microcontroller-based security which pre-er 
reverse engineering and makes its hardware virtually uncockable. MacHAS? I 
available in two models: the stand aione mode! - MacHASP USB and the netw< 
moe l e | _ Mct-MucHAiH USB for protecting software running under Macintosh net 



L 



Developers already protecting with MacHASP - Aladdin s ADB solution - will t 
full compatibility with MacHASP USB. This means that most protected applies 
already in the field will require a simple upgrade by the end user in order to us. 
MacHASP USB. 

With MacHASP USB and NetMacHASP USB you can; 

■ Control access of up to 20 different software modules and differei 
software packages 

■ Rent or lease software and distribute demos which have a limited i 
of activations 

■ Read and write to the key during application execution 

■ Enhance security by using the 90 bytes of read/write memory to sa 
passwords, user or application-specific informaUon, and parts of y 
source code 

■ Use the 10 bytes of developer-privileged memory to save sensitive c 
which can be read but not written in the field 

■ With Net-MacHASF USB you can connect a single key to any station 
the network, and limit the number of users who can access your 
application concurrently 
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MacHASP USB - 

So small, So easy, So powerful 

■ Protects software via any available USB port 

■ Unequaled security 

. Unparalleled flexibility, ease-of-use / £ * 

and transparency 

■ Compatible with MacHASP keys and software 
m Hot swappable 

■ Contains 100 bytes of memory 
a Available in stand-alone and network versions 



Your 
Software 



Your software is your baby - and you want to ilook 

after it. You created it, you developed i^ypu ; saw : 
,v-. - * TU < 

it right through to the moment it . ^ .ready for 

market. Now protect it. 50% of b^^»ftware 

is stolen; $1 1 billion of developer*; inx0^l 

I to piracy.* Is your software a. 



x the wod<^ more' dcvelor^s^protogd 



on more platforms, withmorc sea^- attaching 
more as a result. And more of these developers 
arc protecting with HASP. 

To see why 25,000 developers 
worldwide protect with Aladdin, 
and order your MacHASP USB 
Developer's Kit now! 
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